Kiamal - Yatpool

Kiamar (248 1/4 MILES)

06.05.1913 Points in the main line secured by Staff Locks and are rodded to Derails. Register refers to ‘Kiamal’. (SLR I)
15.05.1913 Opened for goods traffic not requiring crane power or shed accommodation as ‘Kia Siding’. (WN 19)
19.02.1917 Renamed Kiamal (WN 7*)

(20.01.1919) Passenger platform provided. (WN 3*)

01.11.1922 Location Boards removed (WN 39%)

18.05.1926 Large Staff locks replaced by Miniature Staff locks (SLR III)

(30.10.1928) May open as Special Block Post in the Ouyen - Hattah block post (WN 44)

Kiamal (1928]
(Based on diagram 1928)
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08.05.1956  Platform shortened to 100" (WN 19)

11.09.1956  Sheep race removed (WN 37)

(24.03.1970) Closed to passengers (WN 12)

01.03.1989 Minature Electric Staff locks replaced by Large Electric Staff locks (WN 10)
19.03.1989 Closed as an Intermediate Block Post account introduction of Train Orders. (WN 12)
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TriNITA (302 MILES)

(11.01.1915) Cattle Guard crossing provided at 302 miles 20 chains (WN 2)

27.11.1923  Siding provided. Points at each end of the siding secured by Staff Locks and are rodded to Catch points. (SLR
1)

(02.01.1924) Public siding opened at 302 miles 4 chains for goods traffic not requiring shed accommodation in truck loads

at owners risk. Loop siding has accommodation for 28 trucks. Siding no-one-in-charge, supervised by
Stationmaster Hattah. (WN 1)
05.06.1924 Named Trinita (WN 23)

Trinita (1928)

(Based on diagram dated 24/7/1928)
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18.05.1926 Large Staff Locks replaced by Miniature Staff locks (SLR III)
(13.12.1927) PCR provided at 297 miles 14 chains (WN 50%)
31.03.1956 Closed to all traffic. Staff locks recovered in 1956. (WN 15, SLR III)
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HartraH (310 1/4 MILES)

15.01.1903 Line opened from Woomelang - Hattah. Line worked by Train Staff and Ticket with sections Woomelang -
Hattah (No 1 Pattern). Man in charge. Shelter Shed provided. Points probably secured by hand locking bars
with scotch block in sidings. (WN 1, SR)

02.02.1903 Up and Down Home signals provided about 200 yards from the facing points (WN 4, SANP)

25.05.1903 Line extended to Nowingi. Hattah closed as Staff station, section now Woomelang - Nowingi (VR to 62, SR)

27.10.1903 Line opened to Mildura. Engines on Down trains to turn on the triangle at Hattah; Up trains to run funnel
first. (WN 43, VR to 62)

12.04.1904 Up and Down Home signals abolished (WN 16, SANP)

(04.09.1905) Limit Boards provided (WN 36)

23.02.1911 Main line points (two) secured by Staff Locks. Scotch blocks probably provided in siding. (WN 9, SLR I)

01.12.1911 Opened as Staff station; with sections Ouyen - Hattah (No 2 Pattern) and Hattah - Irymple (No 1 Pattern). No
fixed signals provided and only one siding. (WN 49)

(11.12.1911) Man in charge (WN 50%)

30.01.1912  Staff locks removed from main line points and plunger locks provided. Up and Down Home signals provided.
(SANP, SLR )

(11.01.1915) Cattle Guard crossing provided at 310 miles 56 chains and 311 miles 62 chains (WN 2)

(04.10.1915) Train Staff and Ticket system Ouyen - Hattah replaced by Large Electric Staff system on same sections. Master
Key lettered Ouyen - Hattah withdrawn (WN 40)

(16.05.1922) Telegraph instrument removed (WN 20%)

(19.07.1924) Master Key “Hattah - Yatpool” replaced by Master Keys “Hattah - Carwarp” and “Carwarp - Redcliffs” (WN
31)

16.12.1925 Train Staff and Ticket system Hattah - Carwarp replaced by the Electric Staff system on the same sections
using miniature instruments with magneto generators. (WN 51)

18.05.1926 Large Staff instruments Ouyen - Hattah replaced by Miniature instruments (SLR III)

22.06.1926) Staff Exchange Box provided. First installation of new type (WN 25*)

(30.10.1928) Composite Staff provided in Ouyen - Hattah section account Kiamal. (WN 44)

Hattah (1928)

(Based on diagram dated 24.7.1928 & F415 dated 13.11.11)
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05.03.1930 Stationmaster withdrawn. Worked under Caretaker conditions (WN 9%)
(03.05.1938) Two Composite Staffs provided in Hattah - Carwarp section account Nowingi or Boonoonar (WN 18)

Hattah (1970)

(Based on Signalling Diagram 16'70)
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19.03.1989  Electric Staff system Ouyen - Hattah - Carwarp replaced by Train Order system on same sections. (WN 12)

10.08.1989  Crossing loop extended at Down end to be 485 metres clear standing room. Down end plunger locked points
193 metres in the Down direction. (WN 32)

03.11.1989 TAILS provided between Dunolly and Mildura (WN 45)

12.10.1997 Train Order System Ouyen - Hattah - Carwarp replaced by Section Authority System on same sections. Hattah
is a open/close location. When closed Hattah is a Block Point. (WN 39)

25.07.1999  Section Authority System replaced by Train Order System with sections Ouyen - Hattah BP - Carwarp Loop.
Hattah probably converted to an intermediate siding at this time. Signals normal at proceed. (WN 29)

Hattah (2002)

(Based on inspection 15.5.01)
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Nowinat (322 1/4 MILES)

25.05.1903 Line opened from Hattah to Nowingi. Line worked by Train Staff and Ticket, section Woomelang - Nowingi
(No 1 Pattern) (VR to 62, SR)

30.09.1903 Line extended to Yatpool. Nowingi closed as Staff station. (WN 40, SR, VR to 62)

26.10.1903 By this date no-one-in-charge. (WN 43)

(14.12.1903) Closed (WN 50)

12.09.1906 One set of points secured by a Staff lock. Roll out protection probably provided by scotch blocks. WN refers to
‘Nowingee’, but SLR refers to Nowingi. (WN 38)

(21.10.1910) Opened for general goods traffic not requiring shed accommodation or crane power. No-one-in-charge. (WN
12)

21.09.1911 Second Staff lock provided with both points rodded to catch points in the siding (SLR I)

(11.01.1915) Cattle Guard crossing provided at 322 miles 22 chains (WN 2)

01.11.1922 Location Boards removed (WN 39*)

Nowingi (c1925)

(Based an track chart)

(Melbourne) LEli ’:‘ 4EIJ (Mildura)

(02.12.1924) Caretaker provided (WN 49)

16.12.1925 Large Staff locks replaced by Miniature Staff locks (SLR III)

(12.07.1928) Points in main line leading to Construction Siding (Millewa Sth line) secured by Miniature Staff Lock. Siding
available for traffic account Construction Branch. Scotch block provided in siding. Guard responsible for
ensuring that Scotch block is secured across the rail. (WN 27)

12.07.1928 Direct connection provided from goods loop to Construction Siding. Catch point at Down end of goods loop
removed and main line points rodded to safety points. Scotch block in Construction siding removed and main
line points rodded to safety points. (WN 29)

Nowingi (1926]

(Based on diagram dated 12/7/28 and Signalling Arrangement F2212 dated 9/5/35) Construction Branch Sdg
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11.07.1935 Crossover from main line to goods loop at Down end removed (WN 24, SLR III has June 1935)
(03.05.1938) Nowingi may be opened as a Special Block Post in the Hattah - Carwarp section. (WN 18)

Nowingi (1958)

(Based on Weston Langford diagram dated 19/5/58, diagram dated 1955 and Signalling Arrangement F2212 dated 9/5/35)

(Mitdura)

oy o,
[ _
(Melbourne) L= ’:‘ 5:37
Nowingi (1970)

(Based on Diagram 16'70)
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(01.05.1973) Caretaker withdrawn. Now No-one-in-charge (WN 18)

10.11.1975 Closed to passengers (WN 41)

16.11.1987 The points to the Colonial Sugar Refining Siding (former line to Milewa South) were spiked normal (WN 46)
14.09.1988 Up and Down end points abolished due to the closure of the Milewa South line (WN 37, SLR III)

19.03.1989 Dis-established as Special Block Post due to introduction of Train Orders (WN 12)

Copyright 2002, Andrew Waugh Version 1.0 (September 2002)
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BOONOONAR (327 MILES)

03.10.1923 = Siding provided. Points in the main line at each end of the loop siding secured by Staff Locks rodded to Catch

points. (SLR I)
09.10.1923  Loop siding at 327 miles opened. Siding has accommodation for 10 trucks. Supervised by SM Hattah (WN 41)

Roonoanar (1923)

(Based on Signalling Diagram RF262 dated 5/6/24 & diagram dated 24/7/28

(Melbourne) LEli ’:‘ 4E!J (Mildural

(06.05.1924) Opened for passengers (WN 19)

05.06.1924 Named Boonoonar (WN 23)

16.12.1925 Large Staff locks replaced by Miniature Staff locks (SLR III)

(01.02.1927) Loop siding extended 550 feet at Up end (WN 5%)

(03.05.1938) Boonoonar may be opened as a Special Block Post in the Hattah - Carwarp section. (WN 18)
01.03.1955 Closed to all traffic (WN 7)

(18.12.1956) Boonoonar closed as Special Block Post (WN 51)

Copyright 2002, Andrew Waugh Version 1.0 (September 2002)
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CARWARP (332 MILES)

01.05.1913 Carwarp Siding opened for passengers. No-one-in-charge supervised by SM Hattah. Until the platform is
complete passengers must join and alight using ladders. (WN 17)

06.05.1913  Points (two) in the main line secured by Staff Locks and are rodded to Derails. (SLR 1)

15.05.1913 Opened for goods traffic not requiring crane power or shed accommodation. (WN 19)

(11.01.1915) Cattle Guard crossing provided at 331 miles 60 chains at Up end of station (WN 2)

(03.01.1916) Crossing equipped with cattle guards provided at 332 miles 20 chains at Down end of station (WN 1)

25.10.1918 Caretaker provided (WN 43%)

15.06.1920 One Derail replaced by Catch point (probably safety point) (SLR II)

01.11.1922 Location Boards removed (WN 39%)

Carwarp (1921)

Based on Signalling Arrangements F1064 & W&W Track Chart
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15.07.1924 Opened as a Staff station with sections Hattah - Carwarp (No 3 Pattern) & Carwarp - Redcliffs (No 1 Pattern)
(instead of Yatpool). No 2 Road provided with dead ends at each end. There is room for 60 vehicles and two
locomotives between the turnout at one end of the yard and the buffers at the other end. There is room for 46
vehicles and one locomotive clear in No 1 Road. No 3 Road has been extended by 440 feet to be 1080 feet long
with accommodation for 43 vehicles. The turnout from No 2 to No 3 Roads at Down end of Livestock Race will
remain in use. The main line points are secured by Plunger locks and Up and Down Home signals provided.
Stationmaster provided. (WN 30, SANP, SLR II)

Carwarp (1924)

Based on Signalling Arrangements F1064 & Weston Langford's Diagram dated 19.158
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(19.07.1924) Master Key “Hattah - Yatpool” replaced by Master Keys “Hattah - Carwarp” and “Carwarp - Redcliffs” (WN
31)

16.12.1925 Train Staff and Ticket system Hattah - Carwarp - Redcliffs replaced by the Electric Staff system on the same
sections using miniature instruments with magneto generators. (WN 51)

(22.06.1926) Staff Exchange Box provided. First installation of new type (WN 25%)

26.08.1931 Stationmaster withdrawn. Station now worked by a Signal Porter supervised SM Ouyen. (WN 34*)

(03.05.1938) Two Composite Staffs provided in Hattah - Carwarp section account Nowingi or Boonoonar (WN 18)

16.06.1987 Up Home relocated 182 metres further out (WN 24)

Carwarp (1987

(Based on Diagram 16'70)
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03.11.1989 TAILS provided. (WN 45)
12.10.1997 Train Order System Hattah - Carwarp - Yatpool BP replaced by Section Authority System on same sections

Carwarp Loop (2002]

(Based on inspection 31.8.02)
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27.02.1989 The Plunger locks and Home signals were replaced by Trailable points and Location Boards. Non-trailable
point machines were provided on the points from No 2 to No 3 Tracks rodded to safety points (WN 8, SLR III

19.03.1989  Electric Staff system Hattah - Carwarp - Redcliffs replaced by Train Order system on same sections. (WN 12)
(20.06.1989) Follow on moves at all unattended loops require signaller toattend from Ouyen to check that train is complete

24.07.1999 Section Authority System replaced by Train Order System with sections Hattah BP - Carwarp - Yatpool BP.
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YatpooL (338 1/2 MILES)

30.09.1903 Line opened from Nowingi. Line worked by Train Staff and Ticket with the section Woomelang - Yatpool (No
1 Pattern) (VR to 62, WN 40, SR)

15.10.1903  Staff now No 1 Pattern Lock Staff (SR)

26.10.1903 Line extended to Mildura. Yatpool closed as Staff station, section now Woomelang - Mildura. Yatpool is No-
one-in-charge and is open for goods. (WN 43, VR to 62 has 27.10)

(28.03.1904) Closed to goods (WN 13)

11.09.1907  Points in main line (two) secured by Staff locks. Rollout protection probably provided by scotch blocks (SLR 1)

(14.08.1911) No-one-in-charge (WN 33%)

17121912 Rodded Derails provided in siding (SLR I)

(28.09.1914) Closed as an Intermediate Telegraph Block Post (WN 39)

(08.02.1915) Opened as a Temporary Staff and Telegraph station due to the running of special water trains. Train Staff
sections Hattah - Yatpool (No 3 Pattern) & Yatpool - Irymple (No 1 Pattern). Only one loop siding and a ballast
siding at Yatpool and both may be used to cross trains, but preference given to loop siding. Signals not provided.
(WN 6)

20.07.1915 Up and Down Home signals provided. Signals to be left at clear when not open as a Staff station and station
is no-one-in-charge. Main line points to Ballast Siding are rodded to a catch point and secured by a Staff lock
(WN 30, SANP, SLR 1)

Yatpool (1915)

Probable Layout
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28.07.1919 Opened as a Temporary Staff station (WN 30%)
(08.09.1919) Closed as a Temporary Staff station (WN 36*)
(07.06.1920) Stationmaster provided (WN 23¥)

16.06.1920 Main line points secured by plunger locks (two sets) instead of Staff locks. No 2 Road probably provided with
extension to former Ballast Siding (WN 25% SLR I)

Yatpool (1920)

Based on Signalling Arrangements F420 & diagram dated 24.7.28
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(16.05.1922) Telegraph instrument removed (WN 22%)

15.07.1924 Closed as Staff station in favour of Carwarp. The plunger locks on the main line points were replaced by
Large Staff locks rodded to safety points in No 3 Road (3 sets). The points at each end of No 2 Road were
spiked to lie for No 3 Road. The Up and Down Home signals and plunger locks will remain. Stationmaster
withdrawn and Caretaker provided supervised by SM Carwarp. (WN 30, SLR II)

Yatpool (1924)

Based on Signalling Arrangements F420 & diagram dated 24 728
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(19.07.1924) Master Key “Hattah - Yatpool” replaced by Master Keys “Hattah - Carwarp” and “Carwarp - Redcliffs” (WN
31)

16.12.1925 Large Staff locks replaced by Miniature Staff locks. Locks now rodded to catch points. Dead end at Down end
probably removed together with Wood Siding. (SLR III)

01.03.1926 Up and Down Home signals and plunger locks removed. (WN 10*, SANP & SLR III has 2.3)

Yatpool (1926)

Based on Signalling Arrangements F420 & diagram dated 24.7.28
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(10.06.1941) No 2 Road removed from middle turnout to Up end, together with dead end extension of No 2 Road at Up
end. Siding now consists of a loop siding with catch points at each end. Ballast Siding and dead end extension
at Down end removed by this date. (WN 23)

07.12.1953 Now No-one-in-charge (WN 48)

Yatpool (1958)

Based on Signalling Arrangements F420 & Weston Langford diagram dated 19558
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07.03.1960 Closed to all traffic (WN 8)
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