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Andrew Waugh 

These tour notes have been prepared for the 1995 Victorian Showday Tour to be held on 7.11.1995. This 
year I was fortunate in that the history of Wodonga had already been covered in a series of articles by David 
Langley and published in Somersault. The three articles have been reprinted as the first half of the tour 
notes. For the second half, covering Albury, I would like to thank Bob Taaffe and Chris Banger for 
generously making their notes available. I also consulted CCS Singleton’s history of the Southern line, 
published in the Bulletin, and the SRS Tour Notes for the 1985 tour. 
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ALBURY SOUTH 

??. 1888 
cl888 

cl891 
04.09.1891 

28.04.1897 

24.12.1908 
?.1909 
12.09.1911 
25.03.1912 
03.07.1912 
15.04.1913 

25.04.1913 

10.06.1913 
11.06.1913 

12.06.1913 
20.06.1913 

08.07.1913 
(08.09.1913) 
30.10.1916 

06.11.1916 
31.05.1917 

16.07.1917 
21.10.1918 

17.03.1919 
23.04.1919 
19.05.1919 
11.07.1919 

19.08.1919 

17.02.1920 

20.05.1920 

24.05.1920 

07.06.1920 

02.06.1920 

Interlocked (CB) 
By this date the yard was divided into thrww sections: North, Station, and South. The 
Station and South sections were interlocked, from Station and South Signalboxes. The 
signals at the South signalbox were as the 1910 diagram, except Signal 7 did not exist and 
there were disc signals attached to Points 13 and 15. (VR GA) 
South signalbox previously classed as a ground frame and now becomes a signalbox? (CCS) 
Down distant altered to show red and green lights in accordance with new rulebook. (WN 
51Pl) 
No 5 Tablet instruments replace Train Staff and Ticket (No 3 pattern, Red box with White 
lettering) on BG Wodonga - Albury (VR WN 42P7) 
MES replaced BIT between AIbury and Wodonga (WN 52/08) 
Discs altered to new standard (WN 51/ro9) 
PPL provided at Points 11 and Catch 11 (WN 37/l 1) 
OTS Albury - Wodonga to ? (WN 14/12) 
Rings removed from signal arms (WN 28/12) 
Up Starting signals (7 and 8) for the Victorian Engine Road and Victorian Platform Road 
(on the same post) relocated 4 yards further from the platform (WN 15/13) 
The Victorian Engine Siding extended 70 yards south and Points 13 and Catch 13 relocated 
(WN 6/13) 
Distant signals for Broad and Standard gauge lines relocated 215 yards south (WN 23/13) 
The Bracket post carrying Signals 19,20,22 & 23 was replaced by a signal bridge carrying 
the same signals 103 yards south. The control from Station box on signals 19 and 20 will 
removed. (WN 23113) 
The Victorian Engine siding extended and Points 13 relocated further south (WN 23/13) 
The posts carrying the Starting signals was replaced by a new three doll bracket 50 yards 
south and a single post for the Victorian Engine Road 50 yards south (WN 24/13) 
New signalling arrangements brought into use. New 32 lever frame provided. (WN 27/13) 
MES replaced LES on BG line Wodonga - Albury (VR WN 12/20) 
OTS Albury - Wodonga (NSW line) converted to No 5 Tablet, 24 Tablets provided with V 
nib (WN 44/16) 
Gauntlet track over Murray River bridge abolished (VR WN 45/16) 
Clearance bar provided on the SG line at the south end crossing of the BG and SG lines 
(WN 24117) 
New pattern buffer stop lamps at end of Victorian Platform Road (WN 29/17) 
Inner Distants provided beneath Outer Home signals (Home 3 1 SG and Home 27 BG) (WN 
43/l 8) 
SG Distant post renewed (WN 12/19) 
Signals 24,29, & 30 controlled by Station Box. Signal 4 removed (WN 17/19) 
No 5 ETT Albury - Wodonga converted to No 3 ETT. Cancelled. (WN 21/19, WN 23/19) 
Wodonga Coal Sidings opened as Tablet Station on NSW line only. (WN 29119, VR WN 
29119) 
BG Engine Road shortened by 60 feet Points 17. FPL 16 and Signal 8 relocated (WN 
3?/19) 
New BG Transhipment Siding provided leading from BG Goods Loop at the south end. 
Points worked by Lever B, which is unlocked from a key on lever 22 in signalbox (WN 
S/20) 
BG crossing moved 200 feet south and BG Goods Line and Goods Loop extended. Two 
additional sidings provided paralled to the SG Transhipping Siding. These are the Vic 
Transhipping and Vic Storage Sidings and connect to the Goods Line near the crossing. 
New Dwarf signals (5A, 5B, 6, and 9) are provided to control movements from the BG lines 
to Signal 10. New Dwarf 10 provided. New Points 18. Signals 5 and 6 removed from signal 
bridge near signalbox. (WN 2O/LO) 
Dolly carrying Signal 7 moved to a new post erected adjacent to existing bracket post (WN 
21/20) 
Existing BG distant signal replaced by an Outer Home/Intermediate Distant. A new Outer 
Distant signal provided 1950 feet from Outer Home (WN 23/20) 
Signal 7 replaced by a half bracket (WN 24/20) 
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12.08.1920 

04.11.1920 
(19.07.1921) 
16.02.1926 
09.03.1926 

17.10.1927 
18.10.1927 
28.03.1928 
03.04.1928 
04.04.1928 
08.05.1928 

11.02.1930 
20.03.1930 

31.01.1940 
14.02.1940 

21.02.1940 

21.09.1941 

19.03.1942 
16.06.1942 
18.06.1942 

28.07.1942 

28.06.1944 
11.09.1944 

13.12.1944 

28.07.1948 
07.09.1948 
26.05.1953 

01.12.1953 
12.08.1954 
24.10.1954 

The ES instrument Albmy - Wodonga (BG) and ETT Albury - Coal Siding instrument (SG) 
relocated from SMs office to South signalbox (WN 32/20, WN 34/20) 
Signal 10 replaced by a Dwarf (WN 44120) 
Wodonga Coal Sidings closed as tablet post (VR WN 29/21) 
Wodonga Coal Sidings closed as tablet post (VR WN 9/2s) 
Speed Boards (10 mph) were erected on the Down side of BG line, 179’ south of signalbox, 
and between the BG Goods Line and SG line 287’ north of signalbox (WN 12/26) 
Signals 1.29, & 30 had alterations to the arms (WN 42J27) 
Signals 3.31, & the Up Inner & Outer Distant had alterations to the arms (WN 42/27) 
Signal 3 moved to a new dolly about 3 feet nearer the main line (WN 13/28) 
Upper Green light provided on NSW Up Outer Distant (WN 14/28) 
Upper green light provided on Vic Up Outer Distant (WN 14/28) 
Dead end siding for Vacuum Oil Co Siding provided leading off the Vic Engine Road 
Points worked by Lever F which is unlocked with a key from Lever 32. Point Indicator 
provided at Catch (WN 19/28) 
One leg of southern signal bridge renewed (WN 6f30) 
Dead end siding for Texas Co (Au%) provided leading of Vict line 1.200 feet south of Outer 
Home signal (190 mile from Melbourne). Points worked from Frame A adjacent to points. 
Frame released by a key from a Drawer Lock Key Release, released in turn by the MES for 
the section (WN 11 & 13/30) 
New 36 lever frame replaced 32 lever fmme. Points and signals renumbered. (WN 5/40) 
Vic Main Line slewed to run behind the signalbox. Points 19 relocated behind the 
signalbox. Signals 9 and 10 relocated 200 feet south. Signals 27 and 28 were relocated from 
the northern signal bridge to a new bracket post adjacent to Points 19. The southern signal 
bridge was removed. Signals 29 and 30 were relocated to a new bracket post adjacent to 
Points 23. A new southern signalbridge provided 330 feet further south for Signals 3,11, 
31, & 36. The Vic Outer Home was renumbered 32. The NSW Up Distant was relocated 
430 feet south. A point indicator was provided between Vic Platform Road and Engine Road 
working in conjunction with lever F. It will display a white disc or light when Points F are 
normal and a red disc or light when they are reversed. (WN 7/40) 
NSW Platform Road extended. Points 17 now opposite the signalbox. Northern signal 
bridge removed. Signals 1 and 2 replaced by a bracket signal (with calling on?) (WN 7/40) 
Wodonga Coal Sidings opened as block post ES on BG and Tablet on SG. On BG Coal 
Sidings may switch in long section. On SG Coal Sidings does not switch. 
Caltex Siding back in use (WN 13/42) 
Signals 29 and 30 relocated 30 feet south (WN 24/42) 
Signal 32 (and Distant) relocated to a new right hand half bracket post 376 feet north (WN 
24/42) 
Vic Shunting Neck (1264 feet in clear) provided on east side of line. A connection to the 
Vic Main Line provided at the southern end worked from Frame G, released from a key from 
Releasing Switch G, released in turn by Lever 12. Dwarf 8A, Signals 25,26,27,2G and 
6G & Control 33 provided. Signal 27 renumbered 28B. Distant 33 now not worked. A 
movement may not be made to the Vic Main Line unless the Driver is possession for the 
Staff for the Vic Line. (WN 30/42) 
Signals 5A and 5B relocated 30 feet south (WN 26/44) 
The points in No 5 Vic Transhipping Siding leading to the new Nos 6 & 7 Vic 
Transhipping Sidings was fitted with SB Thompson Levers (WN 37/44) 
Deadend Signal 29B provided underneath Signal 29 and applies from Vic Main Line to the 
Vic Transhipping Sidings. Signal 29 renumbered 29A (WN 49/44) 
Signals 29A, 29B. and 30 relocated 13 feet south (WN 29/48) 
Points 23 relocated 13 feet south (WN 39/48) 
Vic Down Outer Distant Signal was altered to conform to Victorian practice. Upper green 
light removed, arm painted yellow, and yellow light provided (WN 22/53) 
NSW Up Outer Distant post renewed (WN 48/53) 
Bracket Post (Signals l/2) renewed (WN 3 l/54) 
Vic line bridge being repaired. Gauntlet track provided over NSW bridge. ETT on SG line 
replaced by MES ‘B’ pauem (WN 42/54) 
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1511.1961 

16.12.1961 

29.12.1961 

20.03.1962 

14.051962 

0506.1962 
07.051985 

06.03.1988 

01.09.1992 

16.04.1994 

15.05.1994 

06.11.1994 

No 1 Transhipping Siding and Victorian Goods Loop taken out of service. Points 21 
spiked. Signal 6 disco~ected (WN 46/61) 
Gauntlet track between Albmy South and Wodonga Coal Sidings abolished. Working on 
NSW Main Line Electric Staff, Red. Nos 1 - 30. Vic Goods Line slewed onto site of Vic 
Good Loop. The NSW and Vic No 1 Transhipping Siding was renamed the Vic Goods Loop 
and will cormect to the Vic Goods Line near the site of Points E. The new points am 
worked by a ball lever. A stop board provided at clearance point of Goods Loop and Goods 
Line for northbound moves on Goods Loop. Points 21 relocated 90 feet further north. No 7 
signal relocated between the Goods Loop and Goods Line at the clearance point. Signal 6 
relocated on the Up side of the Vic Goods Loop opposite Signal 7 (WN 50/61& 51/61) 
The former Vic Goods Line regauged to form NSW Run Round and extended at each end 
Southern end of Run Round are opposite north end of Post 23. New two lever frame H 
provided. Lever 2 works the Run Round points and catch (mc point indicator). Lever 1. 
FPL, is unlocked by key from Lever 10. Signal 10 renumbered 9B. Signal 9 renumbered 
9A. (WN l/62) 
Connection between Vic Main Line and Vic Shunting Neck removed, Frame G. Releasing 
Switch G. and Signals 2G and 6G were abolished. Levers 12 and 33 became spare (WN 
1 l/62) 
New box with relay interlocking situated 75 feet north of old box brought into service. 
Electric Staff working to Wodonga Coal Sidings replaced by Lever Locking and Track 
Control on both lines. Automatic half-boom barriers with Type F flashing lights provided 
at Olive Street (402-50) (WN 18/62 & 19/62) 
Calling on signal provided underneath Signal 15/16/17. (WN 24162) 
Siding rearrangements to improve steel tmnshipping. The north end of Nos 5,6, and 7 
(Broad Gauge) Transhipping Sidings was removed. No 5 Siding was provided with a stop 
block at the north end of No 5 Transhipping platform. No 6 Tmnshipping Siding was 
converted from Broad Gauge to Standard Gauge and slewed to connect with No 8 Siding near 
the footbridge. No 7 Siding was converted to Standard Gauge to about 35 metres from the 
southern end of the awning of No 7 Transhipping Shed and the remainder removed. The 
north end was slewed to connect to No 8 Siding. At the southern end of the sidings, the 
Broad Gauge shunting neck was converted to Standard Gauge and slewed to connect via a 
new track to No 6 Siding. Signal 8 has been removed and the north end of Crossover 25 
converted to a Catch. Levers 8 and 55L have become spare (WN 28185) 
Mobil Siding removed, together with Lever and Releasing Switch F. Lever 41 is spare (WN 
21/88) 
Dragging equipment detector for Up and Down movements provided on SG line adjacent to 
Signal 14. (VR WN 33/92) 
The SG line was slewed onto the BG line to allow bridge works. Signals 3,14,49 and 57 
were abolished. Automatic E.9973 (operated by lever 2) converted to a Home signal. Levers 
3.14.49 and 57 became pilot levers. Pilotman Keys were removed. (WN 14/94) 
System of working Wodonga Coal Sidings - Albury South reclassified as ATC (a/c LL&TC 
rules withdrawn) (WN 18194) 
Dual gauge line over Murray River abolished. original arrangements restored (WN 43194) 

ALBURY STATION 

03.02.1881 
26.02.1882 
14,06.1883 
25.01.1887 
cl888 

28.06.1892 
05.12.1892 
?.18% 

Line opened from Gemgery (CB) 
Current station building opened (CB) 
Line opened from Wodonga (CB) 
bltedocked 
By this date the yard was divided into thrww sections: North, Station, and South. The 
Station and South sections were interlocked, from Station and South Signalboxes. The 
points at the North section were not interlocked and the Down Home and Distant were 
worked from levers near the Wilson street level crossing. The signals were as in the 1910 
diagram, except that Signal 10 was an independant disc situated in the six foot. (VR GA) 
No 3 Electric Train Tablet extended from Gerogery (WN 28/92) 
No 3 ElT replaced by No 4A E’IT instruments (WN 50/92) 
Instructions for propelling empty cars to and from Albury Racecourse platform (WN 20/96) 
















